












FORMATION OF A TILTED BEAM USING PARASITIC LOOP-BASED PLATES 
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This paper investigates an antenna system composed of a fed antenna and N parasitic plates (N=1, 2, 3). The 
system is designated as the N-plate system. The analysis reveals how the scattering parameters for the unit cell 
constituting the N-plate system change with the loop strip width. The tilt angle of the beam radiated from the N-
plate system is estimated from the scattering parameters. It is found that this estimation is in good agreement with 
the tilt angle of the radiation pattern obtained using full wave analysis. 



















ループ外周長 sout を固定し，ストリップループ幅 w を変
化させて放射現象を解析する．なお寄生ループ板の 1 枚目






図 1 寄生ループ板 
 
 

























(b) 2 枚構造 



















図 4 に示されている補正された S パラメータカーブの
勾配からチルト角が計算できる[3]．チルト角は寄生ループ
板 1 枚のとき 27o，2 枚のとき 43o，3 枚のとき 62oと算出
される．これらは図 5 に示されている実際上の放射パター
















図 5 で使用した構造値を基に，寄生ループ板 1 枚のとき
の伝送線路モデルを図 6 に示す．給電部から最下位寄生板
までの距離を 0.58，ループ素子部をリアクタンス X，自由
空間特性インピーダンスを Z0 としている．但し8 は使用
周波数 8 GHz における波長． 
 
 


















































































































V =−V1,  I = −I1                               (1) 
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（３）寄生ループ板３枚の場合 
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